%" STEEL DIAMOND PLATE COVER.
FOG-TITE METER SEAL CO. NO. 2

FINAL GRADE—\

. — 2” BRASS 90° BEND
4”x4” CONCRETE MARKER POST PAINTED . i
YELLOW WITH BLACK STENCILED DISTANCE — 27 BRASS 90" ST ELL

TWO 17”x28” CONCRETE
METER BOXES STACKED
ON EACH OTHER

2” TYPE 'K’ COPPER
PIPE. PROVIDE
CONTINUOUS UPWARD
SLOPE FROM MAIN

TO AIR=VAC 2” FIPXFIP

RSGV
2” BRASS
2” BRASS 90° ELL
ST ELL

AND DIRECTION TO VALVE 2” BRASS

BEEHIVE
STRAINER

<

[oM—3><]

PAINT PIPE
ABOVE GROUND
YELLOW

2” BRASS n 2” BRASS
90° ST. ELL /7/ /90’ ELL

/

2” BRASS
90° ST ELL

2” BRASS PIPE
(FIELD LOCATE)
NEXT TO EXIST

2" BRASS

N

2" MIPXxCTS GRIP— |-

2” MIP BALL CORP

FORD FB 500-7 OR [:

PROPERTY LINE

UNION

2”x4” BRASS

NIPPLE

= APPROVED EQUAL

2” IP TAP DOUBLE

STRAP SERVICE

SADDLE ROMAC 202S
OR APPROVED EQUAL

2” BRASS
90° ST. ELL

2” COMBINATION

AIR/VAC VALVE
2”x6” BRASS CRISPIN UL20 OR
NIPPLE APPROVED EQUAL

o) o WASHED GRAVEL
4 x4 x8 PASSING 1-1/2” AND

CONCRETE BRICKS 3
TO BEARING SOIL RETAINED ON J;” MESH

OF EDMONDS

REVISIONS

APPROVED BY

DATE

STANDARD DETAIL

D. GEBERT

5/26/06

R. ENGLISH

2/2/15

ARV ASSEMBLY

DATE

7/24/01




